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Provide at least one person to continuously maintain traffic control

SEE NOTE 2
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 6.

lane closure.
Place a C30(CA) sign every 1000 ' throughout length of

curve.
the top of crest vertical curve or on a horizontal
flashing arrow sign. Lane closures shall not begin at
where possible for vehicles approaching the first 
A minimum 1500' of sight distance shall be provided 

obvious or ends within a larger project's limits.
of the lane closure unless the end of work area is
48" x 24" as appropriate, shall be placed at the end 
A G20-2 "END ROAD WORK" sign, with minimum size of 

hours of darkness.
the locations indicated for lane closure during
in color. Flashing beacons shall be placed at
and shall be orange or fluorescent red-orange
Each flag shall be at least 16" x 16"  in size
with at least two flags for daytime closure.
Each advance warning sign shall be equipped

cones for daytime closures only.
indicated for traffic cones may be used instead of
Portable delineators placed at one-half the spacing

alignment to provide access to the work.
closed shoulder may be shifted from the transverse 
the transverse alignment of the barricades on the 
closure area. Within the complete closure area, 
location shown and every 2000' within the complete 
placed across each closed lane and shoulder at the 
A minimum of Two Type ÎÎ  or ÎÎÎ  barricades shall be  

C20(CA)R and W4-2R signs shall be used.
as a traffic lane shall conform to the details shown except that
Lane closures on the right side using partial median shoulder

flashing arrow sign shall be Type Î.
Use one flashing arrow sign for each lane closed. The

between the L tapers required for each closed traffic lane.
The 2L tangent shown along lane lines shall be used

from the transverse alignment to provide access to the work.
the cones or barricades on the closed shoulder may be shifted
may be used instead of the 3 cones. The transverse alignment of
Closure with Partial Shoulder USE" detail. Two type II barricades
across a traffic lane ends and every 1000' as shown on the "Lane
each closed lane and shoulder at each location where a taper
A minimum of 3 cones shall be placed transversely across
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